Suitable for boats: up to 19.5ft — 40ft / 6-12m
Maximum boat weight: 5 tons

The Maxi Standard winch is strong, robust and super-
fast, and has a patented freefall of up to 5 times faster
than competing winches.

Maxi Standard 243 feet per min. /
74 meters per min.

0.31" /8mm welded 11.81" / 300mm

12v
Torque Override
1400watt
T
1.25"/32mm 86lbs /39kgs
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The Maxi Standard anchor winch also features:

Adaptable fit and varied mounting options, with the
ability to reset the gearbox and motor assembly in 8
different configurations to best suit your anchor well

Optional deck mounting
Premium quality Italian motor and gearbox

Waterproof 135amp circuit breaker with thermal
overload cut-out

63 series gearbox

1400watt Motor with Cover, sealed with 5 meters of
cable

Solid stainless steel drive shaft

Grease impregnated acetyl bush for superior
performance

Optional Pro-series guards upgrade

Constructed from 316 L grade marine stainless steel
All rope and chain is powered on and off the drum
Optional waterproof wireless remote

5-year warranty

Drum capacity options:

0 85m of 10mm nylon spliced to 8m of
8mm short link chain

0 100m of 8mm double braid eye spliced to 5m of
10mm nylon spliced to 8m of 8mm short link chain

*Recommend dual batteries with the
battery switch set to BOTH
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The gearbox mounting holes in the
mounting bracket allow the motor and drive to
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5 metres of power cable be installed at 4 angles to suit different Release lever
Centreline of Drum pre-installed anchor well configerations. Another 8 minor
on to the motor into angle ajustments are available between the

waterproof housing. gearbox and gearbox flange.
Note: the release lever is shown as it is included with the
product but is only placed on the winch in emergency
situations.
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